
ThyssenKrupp Access has 
partnerships with certified 
Continuing Education System (CES) 
providers.  

Your designers will learn ADA 
standards for Wheelchair Lifts and Limited Use/
Limited Application (LU/LA) Elevators.  Course 
credits are automatically reported and a course 
report and certificate of completion are 
automatically provided.  For more information, 
go to www.tkacess.com/ces.

Porch-Lift Specifications/Options S TG
Model
ENC 2.0 EZE P

Maximum lifting height: 14'-3" 4'-4" 14'-3" 14'-2" 6'-3" 

Platform sizes:    36"x48" Std, 36"x60" Std, 36"x60" Std 36"x60" Std 36"x48" Std
 36"x56" Opt, 36"x48" Opt 
    36"x60" Opt,
    42"x60" Opt (90˚only)

Platform configurations:
   Straight-thru  Standard Standard Standard Standard Standard
   90˚ side exit Optional Optional Optional Optional n/a
   Enter/exit same side  Optional n/a Optional Optional n/a

Drive system:
   A/C powered ballscrew Standard Standard Standard Standard Standard
   Battery powered ballscrew Optional Optional Optional Optional n/a
   Battery powered hydraulic Optional Optional Optional Optional n/a

Attendant operated package: Optional n/a n/a n/a n/a

Telephone jack on platform: Optional Optional Optional Optional n/a

Maximum stops: 3 2 3 3 2

Remote controls with key lock: Optional Standard Optional Standard Standard

Ivory powder coat finish: Standard Standard Standard Standard Standard

42'' high guard panels: Standard Standard Standard Standard Standard

Grab rail: Standard Standard Standard Standard Optional

Optional Optional Optional Optional n/a
Select from gates or standard-sized doors,
including fire-rated doors and extra wide gates:

Fixed access ramp, or optional automatic folding
ramp for applications where there is no pit: 

Standard Standard Standard Standard Powered auto

Warranty: 2 year drive train, 1 year parts: Standard Standard Standard Standard Standard

UL/ETL listed up to 168'' lifting height: Standard Standard Standard Standard n/a

ASME A-18.1 code compliant: Standard Standard Standard Standard n/a

Over 180 custom colors: Optional Optional Optional Optional Optional

Acrylic guard panel inserts: Optional Optional Optional Optional n/a

Auto-Opener™ for doors and gates: Optional Optional Optional Optional n/a

Platform controls: Constant pressure paddle with key lock and emergency stop and alarm  

Rated load: 750 lbs.

Speed with rated load: ballscrew drive
 optional hydraulic drive

9-12 fpm
18-21 fpm

9-12 fpm

Power supply:  115 VAC, 60 Hz , 20 amp

Motor: A/C ballscrew: 1/2 hp, 120 VAC, 60 Hz reversible A/C ballscrew: 
D/C ballscrew: 1/2 hp, 24 VDC, reversible 1/2 hp, 120 VAC, 
D/C hydraulic: 3/4 hp motor, 24 VDC 60 Hz
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ThyssenKrupp Access Manufacturing, LLC



Manufacturer:  WOV 355 model by ThyssenKrupp Access Manufacturing, LLC.



  Lift 
 S Model Height

 S 36  ........................... 39"
 S 50  ........................... 53"
 S 72  ........................... 75"
 S 96  ........................... 99"
 S 120  ....................... 123"
 S 144  ....................... 147"
 S 168  ....................... 171"

39"

48 1/2" 36"

48"

Footprint

51" min.
52" max.

48 3/4" min.
49 1/2" max.

2" to 3"

3/8" to 3/4"3/8" to 3/4"

Hoistway Size

The unit shall be manufactured by ThyssenKrupp Access 
Maunfacturing, LLC as distributed 

A.    This product described herein, manufactured by ThyssenKrupp
       Access Manufacturing, LLC is a vertical platform lift consisting
       of a machine tower with a lifting platform, selected and dimensioned     
       to provide adequate lifting height to suit the individual building 
       requirements. The lift can be used either indoors or outdoors to 
       vertically transport a wheelchair user or mobility impaired person 
       over a barrier creating access to or within a building. 



BC/HBC Model

  Lift 
 BC & HBC Model: Height

 BC/HBC 42  .................. 45"
 BC/HBC 60  .................. 63"
 BC/HBC 72  .................. 75"
 BC/HBC 96  .................. 99"
 BC/HBC 120  .............. 123"
 BC/HBC 144  .............. 147"
 BC/HBC 168  .............. 171"



 Toe Guard Lift 
 Model Height

 TG 50  ..............................  52"

70" 
Nominal

54" 
Nominal

Pit Size

31 1/2"

69 1/8"

32"

53"

40"

36"

60" 39"

Footprint



Model CDE — Acme screw drive
Model HCDE — Hydraulic drive

  Lift 
 CDE & HCDE Model: Height

 CDE/HCDE 42  .............. 45"
 CDE/HCDE 60  .............. 63"
 CDE/HCDE 72  .............. 75"
 CDE/HCDE 96  .............. 99"
 CDE/HCDE 120  .......... 123"
 CDE/HCDE 144  .......... 147"
 CDE/HCDE 168  .......... 171"



 Enclosure Lift 
 Models Height

  ENC EZE

 ENC/EZE 50 .............. 53" ..... 52"
 ENC/EZE 72 .............. 75" ..... 74"
 ENC/EZE 96 .............. 99" ..... 98"
 ENC/EZE 120 .......... 123" ....122"
 ENC/EZE 144 .......... 147" ....146"
 ENC/EZE 168 .......... 171" ....170"

65 3/4" 
Nominal

54" 
Nominal

Pit Size

53"

45"

36"

60"65 1/4" 39"

Footprint



 Enclosure Lift 
 Models Height

  ENC EZE

 ENC/EZE 50 .............. 53" ..... 52"
 ENC/EZE 72 .............. 75" ..... 74"
 ENC/EZE 96 .............. 99" ..... 98"
 ENC/EZE 120 .......... 123" ....122"
 ENC/EZE 144 .......... 147" ....146"
 ENC/EZE 168 .......... 171" ....170"

65 3/4" 
Nominal

54" 
Nominal

Pit Size

53"

45"

36"

60"65 1/4" 39"

Footprint

  Lift 
 PCDE & HPCDE Model: Height

 PCDE/HPCDE 42  .......... 45"
 PCDE/HPCDE 60  .......... 63"
 PCDE/HPCDE 72  .......... 75"
 PCDE/HPCDE 96  .......... 99"
 PCDE/HPCDE 120  ...... 123"
 PCDE/HPCDE 144  ...... 147"
 PCDE/HPCDE 168  ...... 171"


